














ADDENDUM FOR GAS GRILL MODELS A10-205AU-1, A10-205AU-2, A10-205AU-3,
A10-215AU-1, A10-215AU-2, A10-215AU-3
SOLD IN AUSTRALIA

CAUTION: Accessible parts may be very hot. Keep young children away. * CARBON MONOXIDE
HAZARD-THIS APPLIANCE CAN PRODUCE CARBON MONOXIDE (no odour). Do not use in enclosed
areas, (for example: car, tent, caravan, mobile home) may cause death. This appliance shall only be used in
an above ground, open air situation with natural ventilation, without stagnant areas, where gas leakage and
products of combustion are rapidly dispersed by wind and natural convection. <« Use appliance only in
horizontal position. « This appliance must only be serviced by an authorized person. « Do not use this
appliance if it has damaged or worn seals. + Do not move this appliance during operation.

FUEL CONTAINERS: Change gas containers in well-ventilated areas, preferably outside, away from people &
sources of ignition; such as naked flames, pilot flames, electric heaters/equipment. Do not use appliance if it is
leaking, damaged, or not working properly. Check that burners are extinguished before removing gas
container. To check if gas cylinder is empty, remove regulator/valve and shake listening for liquid in cylinder; if
no liquid sounds are heard, cylinder is empty.

GAS LEAKS: NEVER CHECK FOR GAS LEAKS WITH A FLAME! Check for gas leaks by applying a soapy
solution to connections. If bubbles appear, turn off appliance and repair leaks as necessary.

HOW TO ISOLATE GAS SUPPLY INTHE EVENT OF A LEAK (smell of gas):

Cartridges: If there is a leak on your appliance (smell of gas) and you cannot stop the gas flow, remove the
appliance to a well ventilated location away from any ignition source.

Cylinders: If there is a leak on your appliance (smell of gas), immediately attempt to turn off cylinder valve.
Turn off appliance control valve. Remove appliance to a well-ventilated location away from any ignition source.

STORAGE: NEVER LEAVE GAS CYLINDERS CONNECTED WHEN NOT IN USE!

Cylinders: When you have finished using this appliance, turn gas cylinder off; wait for the flame to go out and
turn the appliance control valve off. Remove appliance control valve from appliance and store control valve in
a dry, non-corrosive environment. « Store fuel containers outdoors, in a well ventilated area, out of reach of
children, never below decks on boats. (Any indoor storage shall comply with Section 2 Minor storage and
usage of AS/INZS 1596).

HOSES: Use only AGA approved regulator and hose supplied by your distributor. (RECA #719 AGA 3735
Regulator) Connections must be spanner tight per AGA requirements. Make sure gas hose is in good
condition and avoid twisting or kinking.

PACKING MATERIALS: BEFORE INSTALLATION OR USE!
« Open package containing grill and components, remove all contents.
Package contents:
* Grill body
+ Grill cooking grate
+ Components package
* Remove grill from plastic bag.
* Open grill lid and remove, small, components package.
Component package contents:
+ Radiant burner plate and dome assembly
« Turbo venturi tube and control valve / regulator assembly
« L-bracket assembly, for attaching grill to mounting option
* Product owner's manual
* Remove all components from box and paper bags.
« All necessary assembly instructions are detailed in the provided owner’'s manual.

Coleman Type Disposable Cylinders
Models A10-205AU-1 & A10-215AU-1

PROPANE
DOT-39 NRC 228/286

Camping Gaz Disposable Cylinders
Models A10-205AU-2 & A10-215AU-2

PROPANE/BUTANE
CAMPING GAZ CV-470/CV-270

« Orifice size for models A10-205AU-1, A10-215AU-1 is 0.79 mm.

« Orifice size for models A10-205AU-2, A10-215AU-2 is 0.82 mm.

« Orifice size for models A10-205AU-3, A10-215AU-3 is 0.88 mm.

*The nominal gas consumption for models A10-205AU-1, A10-205AU-2, A10-205AU-3,
A10-215AU-1, A10-215AU-2, A10-215AU-3 burners is 11.3 MJ/H.

*This appliance shall only be used with propane cylinders certified to standard AS2030.

« It may be hazardous to attempt to fit other types of gas containers.

On Board Pre-Regulated Low Pressure
Propane Systems (LPG)
Models A10-205AU-3 & A10-215AU-3

Hose Supplied
By Your Dealer
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